CARGSWELD® OPEN TOP

The Open Top Container range has been designed and manufactured in accordance with DNV 27-1/ BSEN
12079 or ISO 10855. The units are supplied with certified slings and shackles as standard. All units are stackable
where deck space or yard space is at a premium. The base has integrated forklift pockets for ease of yard
loading and offloading. Open Top Containers can also be provided with a side wall opening option to enable

safe loading and unloading of materials or equipment. Internal tie down points through out the interior
provide strong points to secure cargo.
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- Offshore Oﬁen top containers cAw certified lifting
slings and shackles as standard.

- Ideal for large or oversized offshore equipment
and tools.

- Internal tie down points.
- Forklift pockets.
- Stackable.

- Rental and Sale.

- Removable rail option availa
ble if required.

- Hi-Cube (HC) 9' 6" version.

- Heawvy lift with MGW 13,200 Kg.

[ SIZES AVAILABLE - Custom desigh and modifications available
for sale units.

Metric international standard

Contai T External dimensions External dimensions Tare weight Payload \’;\A/:ix %';OSS
CIMEINSr U323 {LxXWXH - mm) {LxXWXH - mm) {kgs) {kgs) (kgs

10ft Open Top Container 2,991 x 2,438 x 2,591 2,797 x 2,220 x 2,356 2220 8000 10220

20ft Open Top Container 6,058 x 2,438 x 2,591 5,854 x 2,220 % 2,356 3450 9750 13200
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